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UNDERGROUND DISTRIBUTION STANDARDS — INTERIM

SINGLE PHASE DISTRIBUTION
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CONCRETE FILLED GALVANIZED
STEEL PIPE (MINIMUM SCHEDULE 40)

CADWELD CONNECTION OR APPROVED COMPRESSION
CONNECTOR (FOR EXAMPLE MM# 30024855)

NOTE 5

o

FINISHED GRADE
NS

ROUNDED OVER CONCRETE CAP
ON TOP OF STEEL PIPE, PAINTED
"HIGH-VISIBILITY” YELLOW

CHAMFER TOP OF FOOTING
FOR WATER SHED

CONCRETE (25MPa MINIMUM) TO BE
POURED INTO SONOTUBE PRIOR TO
BACKFILLING AND COMPACTION.
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NOTES:
1. PROTECTIVE BOLLARD HEIGHT ABOVE GRADE:
. 400*_ FOR SINGLE PHASE EQUIPMENT — 900mm
FRONT FOR THREE PHASE EQUIPMENT — 1200mm
2. BOLLARDS SHALL BE PROVIDED AS SHOWN ON
(opggéch 5l DESIGN DRAWINGS.
S|z
w|= 3. BOLLARDS AT 'B’ ARE OPTIONAL AND WOULD ONLY
BE REQUIRED FOR HIGH TRAFFIC AREAS AND
LARGE SIZED EQUIPMENT. BOLLARDS AT 'B’ ARE
- GENERALLY NOT REQUIRED FOR SINGLE PHASE
EQUIPMENT DUE TO THEIR SMALL SIZE. ALSO
A BOLLARDS AT THE REAR AND SIDE OF THE
FIG.2 EQUIPMENT MAY BE OMITTED AT LOCAL DISCRETION
IF THE LIKELIHOOD OF DAMAGE/IMPACT IS LOW.
PLAN VIEW
4. LOCATION OF BOLLARDS SHOULD NOT OBSTRUCT
EQUIPMENT OPERATION, MAINTENANCE AND
THESE BOLLARDS ARE REPLACEMENT
NON—OPTIONAL
SEE 5. WHEN USING COMPRESSION CONNECTOR DRILL
NOTE 3 THROUGH HOLE IN THE PIPE AND REMOVE PAINT
FROM CONNECTION AREA OF THE PIPE.
ALL DIMENSIONS IN MILLIMETRES 6. DIMENSIONS WITH * ARE PREFERRED TO BE
UNLESS OTHERWISE STATED 1500mm WHERE POSSIBLE
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